SAF-INSIDE® FRAME FOR

SLIDING POCKET DOOR

7, rue Gay Lussac - ZI de Trépillot — F-25000 Besangon — FRANCE
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SPACE-SAVING:

No more lost space due to the arc of
opening of a conventional swing door

VERSATILE:

For single or double doors,
made of wood or glass

SILENT:

Resulting from many hours of design and

testing, our new fittings provide unmatched

effortless and silent movement
(100,000 cycles guaranteed!)
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CONVENIENT:
Door stop (adjustable clamping force)
allowing you to lock the door
in open or closed position
Optional soft-close damper system
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SET for single wood door (40 mm max.) 6 SR
ITEM NO OPENING FREE PASSAGE LP SPACE RQT FINISHED INTERNAL DOOR*

' LO X HO without lock / with lock LT X HT WALL PASSAGE W XH
SAF-INSIDE70 695 x 2040 695/615 1510 x 2140 100 55 730 x 2040
SAF-INSIDESO 795 x 2040 79571715 1710 x 2140 100 55 830 x 2040

SAF-INSIDE789F | Cladding set for MDF door frame — suitable for both items above *théél(l)(gnr;na)rpax.
SAF-INSIDE9O 895 x 2040 895/815 1910 x 2140 100 55 930 x 2040
SAF-INSIDE100 995 x 2040 995 /915 2110 x 2140 100 55 1030 x 2040
SAF-INSIDE9109F | Cladding set for MDF door frame — suitable for both items above *thégigmr:]na;nax.
SET contents:
1 cassette and galvanised steel support structure — 1 reinforcement on casing side and 1 wood track support
1 aluminium track — 2 mounting devices (with ball bearings)
2 end stops (adjustable stop for closing)
1 polyamide guide — Screws and bolts, spanner and installation instructions
Optional soft-close damper and PVC lower door profile, see page 4
SET for single glass door (8 mm)
ITEM NO OPENING FREE PASSAGE SPACE RQT FINISHED INTERNAL DOOR*

’ LO X HO LP LT X HT WALL PASSAGE W X H
SAF-INSIDECO70 695 x 2040 595 1510 x 2140 100 55 730 x 2025
SAF-INSIDECO80 795 x 2040 695 1710 x 2140 100 55 830 x 2025

SAF-INSIDECO789F |Cladding set for MDF door frame — suitable for both items above ;(ghkjnTaT
SAF-INSIDECO90 895 x 2040 795 1910 x 2140 100 55 930 x 2025
SAF-INSIDECO100 995 x 2040 895 2110 x 2140 100 55 1030 x 2025

SAF-INSIDECO9109F | Cladding set for MDF door frame — suitable for both items above ;g)hkg?nr?arz

SET contents:

1 cassette and galvanised steel support structure — 1 reinforcement on casing side and 1 wood track support

1 aluminium track — 2 mounting devices (with ball bearings) supplied with clamp — 2 pelmets

2 end stops (adjustable stop for closing)
1 polyamide guide
Screws and bolts, spanner and installation instructions
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eieELG e SET for double wood door (40 mm max.)
ITEM NO OPENING FREE PASSAGE SPACE RQT FINISHED INTERNAL DOOR*
' LO X HO LP LT X HT WALL PASSAGE W XH
SAF-INSIDE140 1385 x 2040 1385 2915 x 2140 100 55 730 x 2040
SAF-INSIDE160 1585 x 2040 1585 3315 x 2140 100 55 830 x 2040
*
| SAF-INSIDE469F | Cladding set for MDF door frame — suitable for both items above thég?(énnTaTax'
| .
’ I SAF-INSIDE180 1785 x 2040 1785 3715 x 2140 100 55 930 x 2040
SAF-INSIDE200 1985 x 2040 1985 4115 x 2140 100 55 1030 x 2040
|
SAF-INSIDE829F | Cladding set for MDF door frame — suitable for both items above *thég(l)(g;nrr:aTax.
KIT contents:
2 cassettes with galvanised steel support structure — 2 wood track support with sleeve
2 aluminium tracks with sleeve — 4 mounting devices (with ball bearings)
4 end stops (adjustable stop for closing)
2 polyamide guides — Screws and bolts, spanner and installation instructions
Optional soft-close damper and PVC lower door profile, see page 4
SET for double glass door @ m
jlass door
ITEM NO OPENING FREE PASSAGE SPACE RQT FINISHED INTERNAL DOOR*
’ LO X HO LP LT X HT WALL PASSAGE WX H
SAF-INSIDECO140 1385 x 2040 1185 2915 x 2140 100 55 730 x 2025
SAF-INSIDECO160 1585 x 2040 1385 3315 x 2140 100 55 830 x 2025
SAF-INSIDECO469F | Cladding set for MDF door frame — suitable for both items above g(;hkgSrrTaT
SAF-INSIDECO180 1785 x 2040 1585 3715 x 2140 100 55 930 x 2025
SAF-INSIDECO200 1985 x 2040 1785 4115 x 2140 100 55 1030 x 2025
*
SAF-INSIDECO829F | Cladding set for MDF door frame - suitable for both items above SShkgfr;nan;
SET contents:

2 cassettes with galvanised steel support structure — 2 wood track support with sleeve

2 aluminium rails with sleeve — 4 mounting devices (with ball bearings) supplied with clamp - 4 pelmets
4 end stops (adjustable stop for closing)

2 polyamide guides

Screws and bolts, spanner and installation instructions
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ITEM NO.

DESIGNATION

Soft-close damper

Damper system allowing for soft closing of
doors. Damper automatically follows door to its

66AFP11 o
closed position.
For doors up to 40 kg
66AFP12 Ditto for doors up to 80 kg
Lock
Lock, round handles and cupped finger pull in
942 .
stainless steel.
942 C Lock, round handles and cupped finger pull in
stainless steel with cylinder and 2 keys.
Set of handles &
1280 Set of round stainless steel handles and finger pull
- 1280A 1280B
1280A Set of oval stainless steel handles
12808 Set of oval bronze-coloured metal handles

Round ABS flush pull 50 mm @

SuU510 Black coating P
SuU511 White coating O ag O
SU512 Red coating u u
SU513 Brown coating 1280 1106/120
SuU514 Beige coating
SU515 Silvery coating
SU516 Golden coating
Metal finger pull 35 mm @ (ideal for door edge)
SuU517 Chromed metal
SU518 Golden metal SU510 SU511 SU512 SU513 SU514 SU515 SU516

Rectangular metal flush pull 32 x 75 mm

SuU519

Chromed metal

SU520

Golden metal

Lower guide

o~

)
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1106/120 ‘ PVC lower door profile - L = 1.20 m

SU517 SU518

Example SU519 + SU517
handles

SU519 SU520

ACCESSORIES for glass doors

ITEM NO. ‘

DESIGNATION

Set of metal handles

NEPTUNE-252

Brushed stainless steel finish
Height 252 mm 20 mm &

NEPTUNE-353

Ditto Height 353 mm

NEPTUNE-505

Ditto Height 505 mm

VENUS-505

Brushed stainless steel finish
Height 505 mm 25 mm &

VENUS-657

Ditto Height 657 mm

VENUS-810

Ditto Height 810 mm

MARS-325

Brushed stainless steel finish
Height 325 mm 25 mm &

MARS-375

Ditto Height 375 mm

MERCURE-330

Brushed stainless steel and anodised aluminium
finish for centre part - Height 330 mm 30 mm @

MERCURE-370

Ditto Height 370 mm

SATURNE-365

Brushed stainless steel finish
Height 365 mm 30 mm @&

JUPITER-408

Brushed stainless steel finish
Height 408 mm - cross-section 35x12 mm

Set of polycarbonate handles

102099

Polycarbonate flush pull 69.5 mm &

102101

Polycarbonate knob 37 mm &

~
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MARS MERCURE

102099
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